
 
      

October 28, 2014 
 
RE: Notice to Consultants 
 Request for Qualifications 
 Consulting Engineering Services 
 

Creve Coeur Mill Road Bridge No. 215 
0.65 miles north of State Route 340 / Olive Boulevard 

 Federal Project No. BRM-5526(641) 
 St. Louis County Project No. AR-1278  
 

Lackland Road Bridge No. 217 
0.20 miles east of Schuetz Road 

 Federal Project No. BRM-4956(603) 
 St. Louis County Project No. AR-1284  
 
The St. Louis County Department of Highways & Traffic is requesting the services of 
two (2) well-qualified consulting engineering firms to perform the described professional 
services for the subject projects.  Qualifications-Based Selection (QBS) will be used to 
determine the successful respondents. 
 
General Description of Services Required for each Project: 
 

 Hydraulics & FEMA No-Rise Certification 

 Geotechnical Analysis & Design 

 Miscellaneous Pick-Up Survey Work (as necessary) 

 Right-of-Way Plans 

 Preliminary Plans 

 Final Plans 

 Job Special Provisions 

 Construction Estimates 

 Coordination with the Missouri Department of Transportation (MoDOT) 

 Drainage Design and MSD Permitting (if necessary) 

 Utility Coordination (if necessary) 
 
St. Louis County personnel will perform the topographic, boundary, and channel 
surveys required for each project.  St. Louis County staff will also compile the bidding 
documents and handle the bidding process.  Coordination with MoDOT will require 
coordination with MoDOT’s Local Roads group with respect to federal-aid funding 
requirements. 
 
The anticipated schedule for each project is as follows: 
 



 Qualifications Statements Due:  November 14, 2014 
 Short List Announced:   November 24, 2014 
 Interviews:     December 3, 2014 
 Selection:     December 5, 2014 
 Negotiation:     December 8 - 19, 2014 
 Legislation/Execution of Contract  December, 2014 - February, 2015 
 Notice to Proceed:    March, 2015 
 Preliminary Plans:    June, 2015 
 Right-of-Way Plans:    November, 2015 
 Construction Plans:    July, 2016 
 
Please limit your letter of interest to no more than five (5) pages.  The 5-page limit is all-
inclusive, except as specifically noted herein.  The submittal should include a statement 
describing why your firm is interested in performing this work.  This letter should also 
include any information which may help in the selection process, such as key project 
personnel and other similar projects your firm has completed in the recent past.  
Lengthy submittals of general company information are not necessary and will not be 
accepted.  Any subconsultants needed to complete the professional services requested 
by St. Louis County must be listed.  Each interested firm need only submit one (1) 
Statement of Qualifications to be considered for either project.   
 
It is required that your firm’s Statement of Qualification (RSMo 8.285 through 8.291) and 
an Affidavit of Compliance with the federal work authorization program along with a 
copy of your firm’s E-Verify Memorandum of Understanding (15 CSR 60-15.020) be 
submitted with your firm’s Letter of Interest.  These items do not count towards the 5-
page limit. 
 
Qualifications Statements will be scored based on the following criteria: 
 

 Overall Experience and Technical Competence – 40 points 

 Capacity and Capability – 20 points 

 Past Record of Performance – 30 points 

 Accessibility of Firm & Staff – 10 points 
 
From the Qualification Statements received, a short list of at least three (3) firms and no 
more than five (5) firms, will be invited for informal thirty (30) minute interviews.  The 
informal interviews will consist of a brief question and answer period followed by general 
discussion of each project.  Scores from the Qualifications Statements will comprise 
15% of each firm’s interview score in accordance with the Department’s QBS policy.  
PowerPoint, presentation boards, and leave-behind packets will not be permitted. 
 
The selection committee will select the two (2) firms with the highest total scores.  One 
firm will be selected to complete the Creve Coeur Mill Road Bridge No. 215 project, and 
one firm will be selected to complete the Lackland Road Bridge No. 217 project.  Upon 
selection of the firms, each project will then progress separately – there will be no 
combination of engineering services between the two projects.  
 
DBE firms must be listed in the MRCC DBE Directory located on MoDOT’s website at 
www.modot.gov, in order to be counted as participation towards an established DBE 
Goal. We encourage DBE firms to submit letters of interest as prime consultants for any 
project they feel can be managed by their firm. 

http://www.modot.gov/


 
If your firm would like to be considered for consulting services, please e-mail your 
Statement of Qualifications to Pamela Thebeau, P.E., Supervisor, Projects Managers at 
PThebeau@stlouisco.com as a PDF file.  All Qualifications Statements must be 
received by 2:00 p.m., local time, on November 14, 2014, to be considered for a project.  
Questions regarding this solicitation shall be submitted, via e-mail, to Ms. Thebeau at 
the above e-mail address.  Phone inquiries will not be accepted.  Failure to comply with 
the requirements of the RFQ may negatively impact the evaluation of the consultant’s 
Statement of Qualifications. 
 
The TIP applications, latest bridge inspection reports, and existing bridge plans can be 
found attached to this document. 
 

St. Louis County 
Creve Coeur Mill Road 
Bridge No. 215 Replacement 

 Lackland Road 
Bridge No. 217 Replacement 

Federal Aid No.: BRM-5526(641), TIP# 6461A-15 BRM-4956(603), TIP# 6461B-15 

Location: 
Creve Coeur Mill Road over branch 
of Creve Coeur Creek 

Lackland Road over east tributary 
of Fee Fee Creek 

Proposed Improvement: Bridge Replacement Bridge Replacement 

Length: 0.10 miles 0.10 miles 

Approximate Construction 
Cost: 

$955,000 $900,000 

DBE Goal Determination 8% 8% 

Consultant Services 
Required: 

The project involves the removal 
and replacement of the Creve 
Coeur Mill Road Bridge No. 215 
over branch of Creve Coeur Creek, 
located 0.65 miles north of State 
Route 340 / Olive Boulevard. 
 
 

The project involves the removal 
and replacement of the Lackland 
Road Bridge No. 217 over the 
east tributary of Fee Fee Creek, 
located 0.20 miles east of Schuetz 
Road. 
 

Other Comments: 
St. Louis County personnel will perform the topographic, boundary, and 
channel surveys required for these projects. 

Contact: 

Pamela Thebeau, P.E. 
Supervisor, Project Managers 
St. Louis County Department of Highways & Traffic 
PThebeau@stlouisco.com 
All questions and submittals via e-mail.  Phone inquiries not accepted. 

Deadline: November 14, 2014 at 2:00 p.m. 

 
 

mailto:PThebeau@stlouisco.com
mailto:PThebeau@stlouisco.com




























































Missouri Department of Transportation
Bridge Inventory and Inspection System
Non-State Structure Inspection Report

May 7, 2014

 7:27:13am

County : ST. LOUIS Class : Design No. : Federal ID :  15571NONSTATBR 096B215   

[5D] Route : 00000

[4] Place Code : 91870

[6] Features Intersected : BR CREVE COEUR CR

[7] Facility Carried : CREVE COEUR MILL

[41] Structure Status :

[9] Location :

[22] Owner :

[26] Functional Classification : UMINART

COUNTY

S 31   T 46   R 5   E

P-POSTLOAD

[21] Maintenance Responsibility : COUNTY

ST. LOUIS

[16] Latitude :

[17] Longitude : 

38 41 24.47 (DMS)

90 29 39.29 (DMS)

AGE AND SERVICE - GEOMETRIC DATA - MATERIAL

[27] Year Built :

[49] Structure Length :

[32] Approach Roadway Width :

 1930

37 FT.

22 FT.  11 IN.

[106] Year Reconstructed :

[51] Bridge Width :

[52] Deck Width :

23 FT.  0 IN.

24 FT.  0 IN.

 1959

COMPONENTS MATERIAL CONSTRUCTION

[43] Main series :

[44] Approach Series :

[107] Deck Type :

[108A] Wearing Surface :

[108B] Membrane :

[108C] Deck Protection :

PRESTCONC BXGRADJ

OTHER OTHER

ASPHALT

NOTAPPLIC

NOTAPPLIC

BITUMSEAL

NONE

NONE

# OF SPANS

1

AADT INFORMATION

[29] ADT on Structure :  3,698 [30] Year :  2012 [109] AADT Truck : 10 %

STRUCTURE POSTING

FIELD POSTING

Category : 

Ton 1 : Ton 2 : Ton 3 :  67  45

S-15 TRUCK WEIGHT LIMIT  67  TONS EXCEPT SINGLE UNIT TANDEM REAR AXLE TRUCKS  45  TONS WEIGHT LIMIT

APPROVED POSTING

Category : 

Ton 1 : Ton 2 : Ton 3 : 

S-15 TRUCK WEIGHT LIMIT  67  TONS EXCEPT SINGLE UNIT TANDEM REAR AXLE TRUCKS  45  TONS WEIGHT LIMIT

 67  45

Problem Code : Problem Direction Code : 

STRUCTURE GENERAL INSPECTION

Organizational AffiliationID No.Inspector

DANIEL R VALLEY STLC0613 ST LOUIS COUNTY

JAMES B.W. CARR (NTLQ) STLC0614 ST LOUIS COUNTY

[90] Inspection Type Inspection Date [91] Frequency

2/24/2014  24GENERAL

STRUCTURE OTHER INSPECTION

Type Category Date Freq PIN NBI

UNDERWATER DRY 2/24/2014  24 N N

Page 1
This report contains information that is protected from disclosure by federal law, 23 USC Section 409 and the Missouri Open records Law (Sunshine Act), Section 610.021 RSMo.  Please review MoDOT's policy and procedure 

manual on the Sunshine Act before releasing any of the information contained herein.

County = ST. LOUIS  and Non_State_Structure_Type = NON STATE SYSTEM BRIDGE, NON STATE SYSTEM CULVERT 



Missouri Department of Transportation
Bridge Inventory and Inspection System
Non-State Structure Inspection Report

May 7, 2014

 7:27:13am

County : ST. LOUIS Class : Design No. : Federal ID :  15571NONSTATBR 096B215   

STRUCTURE RATING

3/1/2002[69] Underclearance : N-NOT APPLICABLE

[68] Deck Geometry : 2-BASICALLY INTOLRBLE REQ 3/1/2002

Deficiency : STRUCTURAL 3/1/2002

Sufficiency Rating : 3/1/2002

[67] Structure Evaluation : 4-MEETS MINIMUM TOLERABLE 3/1/2002

Type of Scour Evaluation OBSERVED

[113] Scour Assessment ** : 5-FOUNDATION STABLE 5/21/2008
[72] Approach Roadway Alignment : 8-VERYGOOD 3/1/2002

[71] Waterway Adequacy : DECK/APPRCH OVERTOP SLIGT 8/7/2002

DOESNT MEET CURRNT STND-0 4/8/2014[36D] Rail End Treatment :

[36C] Approach Railing : NOT REQUIRED-N 4/8/2014

[36B] Transitions Railing : DOESNT MEET CURRNT STND-0 4/8/2014
[36A] Bridge Railing : DOESNT MEET CURRNT STND-0 2/23/2006

[62] Culverts **: N-NOT APPLICABLE 3/1/2002
[61] Channel Protection : 6-WIDESPREAD MINOR DAMAGE 5/14/2010

[60] Substructure ** : 6-SATISFACTORY CONDITION 5/14/2010

[59] Superstructure ** : 4-POOR CONDITION 5/1/2012
[58] Deck : 4-POOR CONDITION 5/1/2012

** If RATING lowered to a 3, forward rating info and photos to Bridge Division 

32.90 % 

COMMENTS

General Comments :

Deck Rating Comments : TOPSIDE- EAST EDGE OF ASPHALT WORN WITH MINOR POTHOLES ALONG CURBLINE.

Superstructure Comments : EAST EXTERIOR BEAM SPALLED ALONG EAST FACE BELOW SCUPPERS WITH STIRRUPS EXPOSED AT 

SOUTH SCUPPER AND LEAKAGE WITH 1ST INTERIOR BEAM FROM EAST. 2ND BEAM FROM EAST- 2 SPALLS 

AT 1/4 POINTS WITH EXPOSED AND CORRODED STIRRUPS. WEST BEAM- PREVIOUS PATCH AT NORTH END 

AT JOINT WITH INTERIOR BEAM HAS SPALLED AND FAILED WITH EFFLORESCENCE PRESENT. LEAKAGE 

WITH EFFLORESCENCE STAINING BETWEEN WEST AND 1ST INTERIOR BEAM. WEST FACE OF WEST BEAM 

HAS PATCHED SECTION AT SCUPPERS. 3 ADDITIONAL SHALLOW SPALLS WITH EFFLORESCENCE BUT NO 

EXPOSED STEEL.

Substructure Comments : ABUTMENTS ARE HEAVILY ABRADED AND IN SATURATED CONDITION. SOUTH ABUTMENT HAS 

EFFLORESCENCE STAINING ALONG EAST SIDE. FAILED STONE EXTENSION OF SOUTHEAST WINGWALL HAS 

BEEN REPAIRED AND IS HOLDING.

Channel Protection Comments : POOR ALIGNMENT UPSTREAM.  UPSTREAM SLOPE IS 15'-20' HIGH VERTICALLY ~30' FROM BRIDGE. 

UPSTREAM SLOPES NEAR BRIDGE ARE VERTICAL BUT ARE 6'-7' HIGH.  UNDERMINING OF SLOPE 

PROTECTION.

Culvert Comments :

Bridge Railing Comments :

Transition Railing Comments :

Approach Railing Comments :

Rail End Treatment Comments :

Water Adequacy Comments : SLIGHT CHANCE OF OVERTOPPING BRIDGE DECK AND ROADWAY APPROACHES.

Approach Roadway Comments :

Scour Assessment Comments : NO SCOUR TO SPREAD FOOTINGS.FOUNDATION STABLE. DEEP CHANNEL SCOUR IN CENTER OF BRIDGE.

Work Comments :

Page 2
This report contains information that is protected from disclosure by federal law, 23 USC Section 409 and the Missouri Open records Law (Sunshine Act), Section 610.021 RSMo.  Please review MoDOT's policy and procedure 

manual on the Sunshine Act before releasing any of the information contained herein.

County = ST. LOUIS  and Non_State_Structure_Type = NON STATE SYSTEM BRIDGE, NON STATE SYSTEM CULVERT 





































































Missouri Department of Transportation
Bridge Inventory and Inspection System
Non-State Structure Inspection Report

May 7, 2014

 7:27:13am

County : ST. LOUIS Class : Design No. : Federal ID :  15573NONSTATBR 096B217   

[5D] Route : 00000

[4] Place Code : 17290

[6] Features Intersected : E TRIB OF FEE FEE

[7] Facility Carried : LACKLAND RD

[41] Structure Status :

[9] Location :

[22] Owner :

[26] Functional Classification : UMAJCOL

COUNTY

S 26   T 46   R 5   E

P-POSTLOAD

[21] Maintenance Responsibility : COUNTY

CREVE COEU

[16] Latitude :

[17] Longitude : 

38 41 53.74 (DMS)

90 25 33.19 (DMS)

AGE AND SERVICE - GEOMETRIC DATA - MATERIAL

[27] Year Built :

[49] Structure Length :

[32] Approach Roadway Width :

 1958

32 FT.

22 FT.  0 IN.

[106] Year Reconstructed :

[51] Bridge Width :

[52] Deck Width :

23 FT.  0 IN.

24 FT.  0 IN.

COMPONENTS MATERIAL CONSTRUCTION

[43] Main series :

[44] Approach Series :

[107] Deck Type :

[108A] Wearing Surface :

[108B] Membrane :

[108C] Deck Protection :

PRESTCONC BXGRADJ

OTHER OTHER

ASPHALT

NOTAPPLIC

NOTAPPLIC

BITUMSEAL

NONE

NONE

# OF SPANS

1

AADT INFORMATION

[29] ADT on Structure :  5,192 [30] Year :  2012 [109] AADT Truck : 4 %

STRUCTURE POSTING

FIELD POSTING

Category : 

Ton 1 : Ton 2 : Ton 3 :  62  40

S-15 TRUCK WEIGHT LIMIT  62  TONS EXCEPT SINGLE UNIT TANDEM REAR AXLE TRUCKS  40  TONS WEIGHT LIMIT

APPROVED POSTING

Category : 

Ton 1 : Ton 2 : Ton 3 : 

S-15 TRUCK WEIGHT LIMIT  62  TONS EXCEPT SINGLE UNIT TANDEM REAR AXLE TRUCKS  40  TONS WEIGHT LIMIT

 62  40

Problem Code : Problem Direction Code : 

STRUCTURE GENERAL INSPECTION

Organizational AffiliationID No.Inspector

DANIEL A HOWELL STLC0615 ST LOUIS COUNTY

JAMES B.W. CARR (NTLQ) STLC0614 ST LOUIS COUNTY

[90] Inspection Type Inspection Date [91] Frequency

3/10/2014  24GENERAL

STRUCTURE OTHER INSPECTION

Type Category Date Freq PIN NBI

UNDERWATER DRY 3/10/2014  24 N N

Page 1
This report contains information that is protected from disclosure by federal law, 23 USC Section 409 and the Missouri Open records Law (Sunshine Act), Section 610.021 RSMo.  Please review MoDOT's policy and procedure 

manual on the Sunshine Act before releasing any of the information contained herein.

County = ST. LOUIS  and Non_State_Structure_Type = NON STATE SYSTEM BRIDGE, NON STATE SYSTEM CULVERT 



Missouri Department of Transportation
Bridge Inventory and Inspection System
Non-State Structure Inspection Report

May 7, 2014

 7:27:13am

County : ST. LOUIS Class : Design No. : Federal ID :  15573NONSTATBR 096B217   

STRUCTURE RATING

3/1/2002[69] Underclearance : N-NOT APPLICABLE

[68] Deck Geometry : 2-BASICALLY INTOLRBLE REQ 3/1/2002

Deficiency : STRUCTURAL 3/1/2002

Sufficiency Rating : 3/1/2002

[67] Structure Evaluation : 4-MEETS MINIMUM TOLERABLE 3/1/2002

Type of Scour Evaluation OBSERVED

[113] Scour Assessment ** : 5-FOUNDATION STABLE 5/21/2008
[72] Approach Roadway Alignment : 7-GOOD 3/1/2002

[71] Waterway Adequacy : DECK ABOVE FLOOD ELEV 3/1/2002

MEETS CURRENT STANDARDS-1 4/3/2014[36D] Rail End Treatment :

[36C] Approach Railing : NOT REQUIRED-N 4/3/2014

[36B] Transitions Railing : DOESNT MEET CURRNT STND-0 3/13/2006
[36A] Bridge Railing : DOESNT MEET CURRNT STND-0 3/13/2006

[62] Culverts **: N-NOT APPLICABLE 3/1/2002
[61] Channel Protection : 6-WIDESPREAD MINOR DAMAGE 4/28/2010

[60] Substructure ** : 6-SATISFACTORY CONDITION 4/28/2010

[59] Superstructure ** : 4-POOR CONDITION 6/21/2010
[58] Deck : 4-POOR CONDITION 6/21/2010

** If RATING lowered to a 3, forward rating info and photos to Bridge Division 

49.40 % 

COMMENTS

General Comments : A SINGLE SPAN PRECAST BOX BEAM STRUCTURE WITH FULL HEIGHT GRAVITY REINFORCED CONCRETE 

/STONE ABUTMETS ON SPREAD FOOTINGS.

Deck Rating Comments : SOUTH BEAM-EASTERN 2/3 OF BEAM HAS SPALL 6" WIDE X 8" TALL AT NORTH EDGE. NORTH BEAM 

SPALLED 1/4 WIDTH OF BEAM, SOUTH SIDE, ENTIRE LENGTH-STIRRUPS EXPOSED AND SOME STRANDS 

100% LOST. 2ND BEAM FROM NORTH LARGE SPALL 3'L X 1.5'W X 3"D WITH 5 STRANDS EXPOSED WITH 

SIGNIFICANT SECTION LOSS 4' FROM EAST ABUTMENT. ALL EXPOSED STEEL HEAVILY RUSTED. TOPSIDE- 

MINOR CRACKS IN WEARING SURFACE.

Superstructure Comments : SEE DECK.

Substructure Comments : VARIOUS AREAS OF MORTAR FAILURE, MOSTLY AT NE, SE, NW WINGS AND AT FLOWLINE ALONG 

ABUTMENT. STONES APPEAR TO BE IN GOOD CONDITION. MINOR CRACKS TO CONCRETE CAPS.

Channel Protection Comments : GOOD ALIGNMENT AND VEGETATION ALONG BANKS.

Culvert Comments :

Bridge Railing Comments :

Transition Railing Comments :

Approach Railing Comments :

Rail End Treatment Comments :

Water Adequacy Comments :

Approach Roadway Comments :

Scour Assessment Comments : NO SCOUR. FOUNDATION STABLE.

Work Comments :

Page 2
This report contains information that is protected from disclosure by federal law, 23 USC Section 409 and the Missouri Open records Law (Sunshine Act), Section 610.021 RSMo.  Please review MoDOT's policy and procedure 

manual on the Sunshine Act before releasing any of the information contained herein.

County = ST. LOUIS  and Non_State_Structure_Type = NON STATE SYSTEM BRIDGE, NON STATE SYSTEM CULVERT 






